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Suitable fasteners for your vacuum application
Vacuum Suitable Screws

	� Directly applicable in all 
vacuum ranges
	� Precesion cleaned by 
default
	� Vented hardware to  
prevent virtual leaks 



VACOM Vakuum Komponenten & Messtechnik GmbH  In den Brückenäckern 3  07751 Großlöbichau  Germany
Phone +49 3641 8734 0  info@vacom-vacuum.com  www.vacom.net
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VFC cylinder head screw with hexagon 
socket ISO 4762/DIN 912

VFH hex bolt without shaft 
ISO 4017/DIN 933

VFBU button head screw with hexagon socket 
ISO 7380

VFT socket drive set screw cup point 
ISO 4029/DIN 916

VFF flat head Phillips 
ISO 7046/DIN 965

VFFA  flat head screw with hexagon socket 
ISO 10642/DIN 7991

Technical Details

Variations*

* other sizes, lenghts and variations on request

	� Common sizes* M2 to M12
	� Common lenghts* 4 to 120 mm
	� Ventilation Screws with centric vent holes by default

Alternatively with lateral longtidunal slot
	� Available materials Standardmaterial stainless steel A2-70

Stainless steel A4-70
Stainless steel 1.4462
Titanium

	�  Magnetizability µr < 1.008 (stainless steel 1.4462)
µr < 1.005 (titanium or aluminum)

	� Surface Modifications Electropolished
Silver or goldplated, alternatevly kolsterized®

Nickel plated
	� Accessories Hex nuts (ISO 4032)

Flat washers (ISO 7089) with vent (or non-vent) grooves
Lock washers (DIN 127B)


